AE/GI-SE237SF

Description

Refrigerant gas detectors with 4-20 mA output. They have LEDs on the front that indicate service,
alarm and fault conditions.

Types of detectors

Referencia Gas | Sensor| Tiposensor | Rango medida| Potencia | Vida media
consumida|en aire limpio
AE/GI-SE2375F1 | R134a S | Semiconductor | 0+2.000 ppm 3w 5 afios
AE/GI-SE2375F2 | R4D4a Sl |Semiconductor | 0+2.000 ppm A 5 afios
AE/GI-SE2375F3 | R407c S | Semiconductor | 0+2.000 ppm 3w 5 afios
AE/GI-SE2375F4 | R410a 51 | Semiconductor | 0+2.000 ppm 3w 5 afios
AE/GI-SE2375F5 R507 S | Semiconductor | 0+2.000 ppm 3w 5 afios
AE/GI-SE2375F1H | R134a Sl | Semiconductor | 0+1.000 ppm 3w 5 afios
AE/GI-SE2375F2H | R4D4a S | Semiconductor | 0+1.000 ppm 3w 5 afios
AE/GI-SE2375F3H | R407c 51 | Semiconductor | 0+1.000 ppm 3w 5 afios
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TECHNICAL CHARACTERISTICS DIMENSIONS
Power supply 12 +24Vdc (-10 / + 15%) 3W i 106 _
sensor Semiconductor o - A
sensor cartridge Interchangeable @ﬂ—? al - 2>
Relay output 24V [/ 1A SPST m

4 +20 mA linear ' |
Measurement range 0+ 1000 ppm <
Resolution 10 ppm T
Function limit > 10,000 ppm
Average life in clean air 5 years 2 llo P e
Response time T90 <75 seconds & =

-20++55°C/5+95% RH without condensation
-20++55°C/5+90% RH without condensation

Storage temperature and humidity
Operating temperature and humidity

Atmospheric operating pressure +10%
Maximum storage time 12 months |
Protection class IP65

Housing dimensions 238 x 106 x 75 mm
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