
Conven�onal system

AE/V-ASF23

ELECTRONIC SIREN WITH FOCUS ON 54-23 LOW 
CONSUMPTION 

Descrip�on
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TECHNICAL CHARACTERISTICS 

Supply voltage:   18 ~ 35 Vdc
Cable sec�on / type:  0.5 ~ 2.5 mm / FIRETUF, FP200 or MICC
Current consump�on:
 • High volume:
 Sound only 4.7 mA
 Sound + Flash 11mA
 • Low volume:
 Sound only 2.6 mA
 Sound + Flash 8.7 mA
Sound intensity
 • High volume 99 +/- 3dB (A): all tones
 • Low volume 89 +/- 3dB (A): all tones
Tones
 • 984 Hz con�nuous
 • 1440 Hz con�nuous
 • Alterna�ng 644/984 Hz
Flash flash frequency:  0.5 Hz
Flash period:   60 ms
Opera�ng temperature:  -25 to + 70 ° C (93% ± 3% RH)
Material:    ABS FR plas�c
Environmental grade:  IP21C
Dimensions:   Ø 106 mm, h = 91 mm. 

Acous�c siren with low consump�on spotlight for indoor use cer�fied EN 54-3 and EN 54-23. The 
siren can be configured as an op�cal-acous�c element (light + sound) or only as an op�cal element. 

CERTIFICATIONS

0359-CPR-00419 


