
Special Equipment

AE/IS-S
SYREX SIREN INTRINSICALLY SAFE

Description

Intrinsically safe Syrex siren that provides an audible signal in hazardous areas.
It has 49 selectable tones.
IP65 protection.

www.aguilera.es // Tel. 917545511 // comercial@aguilera.esVersión 1.0

1

TECHNICAL CHARACTERISTICS

Dimensions

Nominal output: 100dB(A) @ 1m +/- 3dB - Tone 2*
No. of tones: 49 (UKOOA/PFEER compliant)
No. of stages: 3
Volume control: Max. 100dB(A); Min. 90dB(A) - Tone 2
Effective range: 40m @ 1KHz
Voltage: 16-28vdc via Zener barrier or galvanic isolator
Current: 25mA typical when powered from 24v supply

via 28v 300 Ohm Zener barrier
Ingress protection: IP65
Rating: Continuous
Housing material: UL94V0 & 5VA FR ABS
Housing colour: RAL3000 Red
Fixings: Stainless Steel
Cable entries: 2 x M20 clearance gland knockouts.

Custom configurations also available.
Terminals: 0.5 to 2.5mm²
Operating temp: -40° to +60°C
Storage temp: -40° to +70°C
Relative humidity: 90% at 20°C

CERTIFICATIONS

ATEX certificate: SIRA05ATEX2084X,
EN 60079-0 : 2006, EN 60079-11 : 2007,
EN 60079-26 : 2007

IECEx certificate: IECEx SIR 06.0045X,
IEC 60079-0 : 2007, IEC 60079-11 : 2006,
IEC 60079-26 : 2006

FM approved:
Class 3600 1998, Class 3610 1999,
Class 3810 2005

VdS approved to EN54-3 (CPD 89/106/EEC)

GOST-R certificate: POCC GB.JB05.B02205


